APK 45

Standart Aksesuarlar

« Makine komple celik St-52
konstruksiyondur.

« APK 45 de 3 vals topuda tahriklidir.

« Miller sertlestirilmis, taglanmis ve 6zel
celiktendir

- Ust top hidrolik olarak asagi yukarn
hareket eder.

« Frenli motor mevcuttur.

- Yatay ve dikey M X X K /X K .

APK 45

Standard Equipments

+ Machine body is steel (S5t-52)
construction.

- On APK 45 three rolls motorized
driven

« Upper rollis hydraulic up and down
moveable

- Including brake motor

- Shaft made of special steeel

- Guide rolls made by special steel
manual moveable in one direction

- One set standart rolls

- Separate and moveable control panel

- Manual lubrication

+400Volt /50 hz

- Instruction manual.

- Suitable for“CE”

Optional Equipments

- Digital display for upper roll.

- Special guide rolls for angle bending.

- Special rolls for tubes, profiles and
angles.

+ Motors in variable volt and frequency.
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Technical Informations ~ APK30 ~ APK35 ~ APK40 ~ APK45 ~ APK50 Vals
o Olgtler ve Cap  Olctiler ve Cap ' Olgler ve Cap  Olcller ve Cap ' Olgtler ve Cap Toplari
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+ APK 30
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« EXPLANATION: A; standard rolls. B; special rolls.
14 ﬁ UNP50 400 UNP60 550 ~UNP60 750 UNP60 800 ' UNP8O 1000 B

@©

C; Angle device
+ ACIKLAMA: A; standart vals toplari. B; Ozel vals

15 EeV——===] UNP50 500 UNP60 700 UNP60 1200 B toplari. CKdsebanti aparati

Motor Gticti / Power KW. 075 1.5 15+075 «Yukarida belirtilen degerler 240 N/mm2 akma
Vals toplan 0/ Rolls 0 mm. 137/132 155 162/152 sinir olan celige géredir.

Mil 0/Shaft 0 mm. 35/30 50/50 50/40 « Haber vermeksizin verileri degistirme hakki
Bukme Hizi / Bending Speed 2.1 m/min. 4.3 m/min. 3.3 m/min. [s)aihdtl)r. d +eel 240 N/mm2 vield point
AgIrhik/Weight kg. 185 400 500 " <ala based Lpon steet AV T/mMm- yield point

« All specifications are subject to change without
GXUXY/WxLxH/mm. 670x530x1350  730x830x1350 780x950x1450 notice.
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